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Scope of Application：

Cold chain transportation of 
vaccine and pharmaceuticals.

Innovative Design

LED lighting Widescreen LCD displayLow voltage battery protection

Transport Cooler

ALG50 BCD60 BCD115

Win 10
Typewriter



Advantages

Low voltage battery
protection

Real-time voltage 
display

Standard basket

ALG50

BCD60

LED lighting Detachable tempera-
ture sensor

Widescreen LCD display

LED lighting 

Low voltage battery protection

Detachable temperature sensor

Widescreen LCD display

Real-time voltage display

 Transport Cooler



 Transport Cooler

LED lighting 

Low voltage battery protection

Detachable temperature sensor

Widescreen LCD display

Real-time voltage display

Parameters

BCD115

Capacity  (L) 

Climate Type 

Net Weight (Kg)

Operating Temperature (°C)

Power (W)

Refrigerant

Insulation Material

Exterior Dimensions
(W*D*H)

Packing Dimensions 
(W*D*H)

Voltage Power Supply

Power Consumption 
(kWh/24h)

Model

50

T, ST, SN, N

16.7

-20~ +10 (at 25°C)

55

R134a

630*404*530

C5H10/C-Pentane

715*450*625

0.23

ALG50

60

-18~ +10 (at 32°C)

70

R134a

621*485*569

C5H10/C-Pentane

AC110-240V, 50/60Hz

DC 12V/24V

AC110-240V, 50/60Hz

DC 12V/24V

0.25

T, ST, SN, N

24.0

718*578*638

BCD60

C5H10/C-Pentane

115

-18~ +10 (at 32°C)

70

R134a

811*482*672

AC110-240V, 50/60Hz

DC 12V/24V

0.25

T, ST, SN, N

28.6

906*575*745

BCD115

mm

mm



Note:If a slight difference occurs between pictures and actual products, please refer to actual products. Our company reserves the 

right of final interpretation of this brochure, please contact us for any further information if required.
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