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Multi-purpose constant temperature cabinet with precise temperature control range of 
2-48°C, widely used for storage of drugs, reagents, warm physiological saline, sterilized 
water, mannitol, ultrasound solution, surgical instruments, etc. Suitable for scenarios such 
as operating rooms, ICUs, infusion departments.

Precise and
Rapid Heating

Dual Mode of
Cooling and Heating

The Design is Embedded into the
Wall to Keep the Space Clean;

Optional Modification for
Independent Standing Model to

Adapt Different Scenarios

2-48°C Fluid Warming Cabinet
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2-48°C Fluid Warming Cabinet

Innovative Design

Features

Independent rapid
heating zone.

The opening angle of the
door is 180 degrees,
which is suitable for

operating room.

LED lighting in the cabin. Double PTC heating
module provide accurate

heating.

Through conduction heating, the speed of independent rapid heating zone is 6 times faster than 

that of ordinary heating zone. Easy touch control for cooling and heating modes, large glass LCD 

screen clearly show the operating status.

The design of embedding into the wall is beautiful and dust 

resistant, optional modification for independent standing 

model to adapt different scenarios.

Multiple alarm functions including high/low temperature 

alarm, sensor error, door ajar.

Optional USB module to easily record and export cabinet 

temperature and alarm data; optional RS485 port for 

easily external connection.

Independent Rapid
Heating Zone



2-48°C Fluid Warming Cabinet

Specifications

Technical Data

Certification

Special Design

Accessories

Alarms

Dimensions

Electrical Data

Control

Performance

Model

Net/Gross Weight (approx)

Interior Dimensions (W*D*H)

Exterior Dimensions (W*D*H)

Packing Dimensions (W*D*H)

kg

lbs

mm

in

mm

in

mm

in

70/96

154.32/211.64

515*455*625

20.27*17.91*24.60

680*671*850

26.77*26.42*33.46

770*810*1020

30.31*31.89*40.16

Cabinet Type 

Climate Class 

WarmingType 

Sound Level (dB(A)) 

Temperature Range (°C) 

Controller 

Display 

Power Supply (V/Hz) 

Power (W) 

Power Consumption (kWh/24h) 

Capacity (L/Cu.Ft) 

Upright, One Glass Door

SN

Forced Air Warming

41

2~48

Microprocessor

LCD Digital Display

220/50

150

Cooling Mode 1.1kWh/24h; Heating Mode at 25°C 0.6kWh/24h

131/4.6

Container Load (20'/40'/40'H) 

High/Low Temperature 

Sensor Error 

Door Ajar 

Caster 

Foot 

Porthole 

Shelves 

Separate Heating Zone 

Braced Frame for Wall-Mounted 

CE

44/86/86

Y

Y

Y

Optional

Optional

Y

3

6 Compartments

Standard for Wall-Mounted/Optional for Stand-Alone 

Y

*Haier Biomedical reserves the right to change products and specifications without prior notice.
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